
Driving Lamp patch LeaD instaLLation

Rev. 1.1-20.3

1. Locate High Beam Headlight plug in engine 
    bay.

4. Ensure all circuits are complete & plugs 
    secure before testing.

2. Disconnect High Beam Headlight plug & 
    patch in supplied loom inline.

c.

b.

a.

3. Complete connection by joining the Wiring 
    Harness plug to Patch Lead plug.

b.

a.

High Beam Headlight

Patch Lead

Patch Lead

Wiring Harness

(Plug location & connector will vary depending on vehicle model)
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Driving Lamp/Light Bar  Patch System - Modern Vehicles with LED Headlights

Driving Lighting upgrades has never been made easier with our new plugin lamp and patch cable system.  
The connection requires virtually no wiring using the vehicle-specific patch cable to tap 
into and isolate the high beam signal. We offer an extensive range of vehicle 
patch cable adapters serving most popular branded vehicles, and 
you will be very satisfied with the options available.

• Upgrade From Globe Type 
• New O/E Installation 
• Save Time and Money 
• Evolving Brand Compatibility 
• Complete Harness Kit Available
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Part No Function

DLPATCH-H4 Drive Light Patch 
H4 Adapter

Part No Function

DLPATCH-HB34 Drive Light Patch  
HB3/HB4 Adapter

Compatible Driving Lamps and Loom Note: DLPATCH only gets the high beam signal. Park function requires separate wiring.

7" TIR Series - Size 189mm x 189mm x 65mm
Part No Voltage Function Cable

TIR7 12/24 Driving Lamp/Front Position 200mm with Plug

9" TIR Series - Size 244mm x 241mm x 73mm
Part No Voltage Function Cable

TIR9 12/24 Driving Lamp/Front Position 200mm with Plug

9" DL245 - Size 245mm x 178mm x 109mm
Part No Voltage Function Cable

DL245 12/24 Driving Lamp/Front Position 200mm with Plug

9" DL226 - Size 226mm x 263mm x 114mm
Part No Voltage Function Cable

DL226 12/24 Driving Lamp/Front Position 200mm with Plug

Driving Light Harness Kit   
Size 4m Total Length

Part No Voltage Function

TIRWH1 12/24 Wiring Harness Kit  
4 Metres Total Length

Twin Blister

Twin Blister

Twin Blister

Twin Blister

- Includes H4 and HB3/4 Adapter   
- Suitable for + or - Switched Vehicles




